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SOLENOID PLUGS AND CABLES
15 mm, 22 mm & 30 mm

 15 mm plugs according to DIN EN175301-803 form C

 22 mm plugs according to Industrial standard or DIN EN175301-803 form B

Connector Model Connector type Cable 
length

Voltage Features Suppression Protection 
class

Gland size Power 
consumptiona.c. d.c.

Plug with moulded 
cable

V10013-D01 DIN EN175301-803 1000 mm – – – – IP 65 Pg 7 –

V10013-D03 DIN EN175301-803 3000 mm – – – – IP 65 Pg 7 –

Plug with cable 
gland

V10027-D00 DIN EN175301-803 – – – – – IP 65 Pg 7 –

0588666000000000 DIN EN175301-803 – – – – – IP 65 Pg 7 –

Indicator plug V10012-D13 DIN EN175301-803 – 12 … 24 V 12 … 24 V LED,VDR • IP 65 Pg 7 0,25W

V10012-D18 DIN EN175301-803 – 110 V 110 V LED,VDR • IP 65 Pg 7 0,25W

V10012-D19 DIN EN175301-803 – 220 V 220 V LED,VDR • IP 65 Pg 7 0,25W

Indicator plug with 
moulded cable

V10014-D01 DIN EN175301-803 1000 mm 24 V 24 V LED,VDR • IP 65 Pg 7 0,25W

V10014-D03 DIN EN175301-803 3000 mm 24 V 24 V LED,VDR • IP 65 Pg 7 0,25W

V10015-D01 DIN EN175301-803 1000 mm 110 V 110 V LED,VDR • IP 65 Pg 7 0,25W

V10015-D03 DIN EN175301-803 3000 mm 110 V 110 V LED,VDR • IP 65 Pg 7 0,25W

V10016-D01 DIN EN175301-803 1000 mm 220 V 220 V LED,VDR • IP 65 Pg 7 0,25W

V10016-D03 DIN EN175301-803 3000 mm 220 V 220 V LED,VDR • IP 65 Pg 7 0,25W

Light emitting 
gasket

V10037-E13 DIN EN175301-803 – 12 … 24 V 12 … 24 V Green LED • IP 65 Pg 7 0,25W

V10037-E18 DIN EN175301-803 – 110 … 120 V 110 … 120 V Green LED • IP 65 Pg 7 1W

V10037-E19 DIN EN175301-803 – 220 … 240 V 220 … 240 V Green LED • IP 65 Pg 7 1W

Connector Model Connector type Cable 
length

Voltage Features Suppression Protection 
class

Gland size Power 
consumptiona.c. d.c.

Plug with moulded 
cable

M/P43313/1 22 mm Industrial std. 1000 mm – – – – IP 65 Pg 9 –

M/P43313/3 22 mm Industrial std. 3000 mm – – – – IP 65 Pg 9 –

Plug with cable 
gland

M/P19063 22 mm Industrial std. – – – – – IP 65 Pg 9 –

0657868000000000 22 mm Industrial std. – 12 … 250 V 12 … 250 V – • IP 65 Pg 9 0,25W

0680000000000000 22 mm Industrial std. – – 15 … 30V Green LED • IP 65 Pg 9 1W

M/P24121/3 22 mm Industrial std. – 250 V – Green LED • IP 65 Pg 9 1W

Indicator plug M/P24121/1 22 mm Industrial std. – 12 … 24 V 12 … 24 V LED,VDR • IP 65 Pg 9 0,25W

M/P24121/2 22 mm Industrial std. – 110 V 110 V LED,VDR • IP 65 Pg 9 0,25W

M/P24121/3 22 mm Industrial std. – 220 V 220 V LED,VDR • IP 65 Pg 9 0,25W

Indicator plug with 
moulded cable

M/P43314/11 22 mm Industrial std. 1000 mm 24 V 24 V LED,VDR • IP 65 Pg 9 0,25W

M/P43314/13 22 mm Industrial std. 3000 mm 24 V 24 V LED,VDR • IP 65 Pg 9 0,25W

M/P43314/21 22 mm Industrial std. 1000 mm 110 V 110 V LED,VDR • IP 65 Pg 9 0,25W

M/P43314/23 22 mm Industrial std. 3000 mm 110 V 110 V LED,VDR • IP 65 Pg 9 0,25W

M/P43314/31 22 mm Industrial std. 1000 mm 220 V 220 V LED,VDR • IP 65 Pg 9 0,25W

M/P43314/33 22 mm Industrial std. 3000 mm 220 V 220 V LED,VDR • IP 65 Pg 9 0,25W

Light emitting 
gasket

M/P40859 22 mm Industrial std. – 12 … 24 V 12 … 24 V Green LED • IP 65 – 0,25W

M/P40886 22 mm Industrial std. – 110 … 120 V 110 … 120 V Green LED • IP 65 – 1W

M/P40860 22 mm Industrial std. – 220 … 240 V 220 … 240 V Green LED • IP 65 – 1W
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SOLENOID PLUGS AND CABLES
15 mm, 22 mm & 30 mm

Connector Model Connector type Cable 
length

Voltage Features Suppression Protection 
class

Gland size Power 
consumptiona.c. d.c.

Plug with moulded 
cable

M/P43315/1 DIN EN175301-803 1000 mm – – – – IP 65 Pg 11 –

M/P43315/3 DIN EN175301-803 3000 mm – – – – IP 65 Pg 11 –

Plug with cable 
gland

M/P15737 DIN EN175301-803 – 250 V 300 V – – IP 65 Pg 11 –

M/P19117 DIN EN175301-803 – – 240 V – – IP 65 Pg 11 –

0570275000000000 DIN EN175301-803 – 250 V 300 V – – IP 65 Pg 11 –

0663303000000000 DIN EN175301-803 – 12 … 250 V 12 … 250 V – – IP 65 Pg 11 –

0570110000000000 DIN EN175301-803 – 12 … 240 V 12 … 240 V – – IP 65 Pg 11 –

Indicator plug M/P24120/1 DIN EN175301-803 – 10 … 50 V 10 … 50 V LED,VDR • IP 65 Pg 11 0,25W

M/P24120/2 DIN EN175301-803 – 70 … 115 V 70 … 115 V LED,VDR • IP 65 Pg 11 0,25W

M/P24120/3 DIN EN175301-803 – 150 … 240 V 150 … 240 V LED,VDR • IP 65 Pg 11 0,25W

Indicator plug with 
moulded cable

M/P43316/11 DIN EN175301-803 1000 mm 24 V 24 V LED,VDR • IP 65 Pg 11 0,25W

M/P43316/13 DIN EN175301-803 3000 mm 24 V 24 V LED,VDR • IP 65 Pg 11 0,25W

M/P43316/23 DIN EN175301-803 3000 mm 110 V 110 V LED,VDR • IP 65 Pg 11 0,25W

M/P43316/31 DIN EN175301-803 1000 mm 220 V 220 V LED,VDR • IP 65 Pg 11 0,25W

M/P43316/33 DIN EN175301-803 3000 mm 220 V 220 V LED,VDR • IP 65 Pg 11 0,25W

Light emitting 
gasket

M/P40861 DIN EN175301-803 – 12 … 24 V 12 … 24 V Green LED • IP 65 Pg 11 0,25W

M/P40880 DIN EN175301-803 – 110 … 120 V 110 … 120 V Green LED • IP 65 Pg 11 0,25W

M/P40862 DIN EN175301-803 – 220 … 240 V 220 … 240 V Green LED • IP 65 Pg 11 0,25W

 30 mm plugs according to DIN EN175301-803 form A


