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Technical features

> 2x3/2, 5/2 and 5/3 

valves, ISO 15407-1/

VDMA 24 563,  

Size 18 mm

> Solenoid and pilot 

actuated

> High performance, 

compact design

> Flexible sub-base 

system

> Multipressure system 

capability 

> Dual spool technology:   

- V40 Glandless spool  

 and sleeve (long life)  

- V41 Softseal spool  

 (high flow)

> Collected pilot exhaust 

with internal pilot air 

supply

> Easy to convert from 

internal to external 

pilot supply

> Valve exchange under 

pressure

Medium:

Compressed air, filtered to 40 µm,

lubricated or non-lubricated

Operation:

V40: Glandless spool valve,  

solenoid pilot or air pilot actuated

V41: Softseal spool valve, solenoid 

pilot or air pilot actuated

Flow:

V41 Softseal:

Function l/min Cv Kv

2x3/2 610 0,62 0,53

5/2 650 0,66 0,57

5/3 680 0,69 0,59

V40 Glandless:

Function l/min Cv Kv

5/2 570 0,58 0,50

5/3 610 0,62 0,53

Mounting:

Sub-base

Operating pressure:

Maximum pressure

10 bar (145 psi) V41 models and 

V40 solenoid pilot actuated valves 

with internal pilot supply

16 bar (232 psi) V40 solenoid pilot 

actuated valves w. ext. pilot supply 

and V40 air pilot actuated valves

Details of minimum and maximum 

pilot pressure see overleaf

Media/Ambient temperature:

-15 ... +50°C (+5 ... 122°F)  

V40/V41 solenoid and V41 air pilot 

models 

-15 ... +80°C (+5 ... 176°F)  

V40 air pilot models) 

Air supply must be dry enough 

to avoid ice formation at

temperatures below +2°C (+35°F).

Materials:

Body: die-cast aluminium

Sub-base: aluminium alloy 

Spool and sleeve: hard anodized, 

Teflon coated, matched aluminium 

(V40) or aluminium alloy spool (V41) 

with HNBR seals

Plastic parts: POM

Static seals: NBR

End cover and screws: zinc plated

Springs: stainless steel
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2 x 3/2 Solenoid pilot actuated softseal valves

Symbol Function 
2 x 3/2  

Actuation/ 
return  

Pilot  
supply  

Pilot
exhaust

Operating  
pressure (bar)  

Pilot pressure  
(bar)  

Flow 
(l/min)

Model

24 1014 10 12

84 8235 1

NC Solenoid/Spring Internal Collected # 2,5 ... 10 – 610 V415A11D-*1)

24 1014 10 12

84 82
3514 1

NC Solenoid/Spring External Not collected 0 ... 10 1,7 + (0,35 x operating pressure) 610 V415A22D-*1)

24 1410 12 10

84 8235 1

NO Solenoid/Spring Internal Collected # 2,5 ... 10 – 610 V415B11D-*1)

24 1410 12 10

84 82
3514 1

NO Solenoid/Spring External Not collected 0 ... 10 1,7 + (0,35 x operating pressure) 610 V415B22D-*1)

24 1014 12 10

84 8235 1

NO/NC Solenoid/Spring Internal Collected # 2,5 ... 10 – 610 V415C11D-*1)

24 1014 12 10

84 82
3514 1

NO/NC Solenoid/Spring External Not collected 0 ... 10 1,7 + (0,35 x operating pressure) 610  V415C22D-*1)

5/2 Solenoid pilot actuated glandless and softseal valves

Symbol Pilot  
supply  

Pilot
exhaust

Operator
14

Operator
12

Operating pressure 
(bar)  

Pilot pressure 
(bar) 

Sealing
system

Flow 
(l/min)

Model

24 12

15 3

14
Internal Collected # Solenoid Air spring 1 ... 10 – Glandless 570 V405513D-*1)

Internal Collected # Solenoid Air spring 1 ... 10 – Soft seal 650 V415513D-*1)

14 12

24

15 3

External Not collected Solenoid Air spring -0,9 ... 16 1 ... 10 Glandless 570 V405523D-*1)

External Not collected Solenoid Air spring -0,9 ... 10 1 ... 10 Soft seal 650 V415523D-*1)

24 1214

1584 3

Internal Collected # Solenoid Spring & air spring 1,6 ... 10 – Glandless 570 V405516D-*1)

Internal Collected # Solenoid Spring 2 ... 10 – Soft seal 650 V415517D-*1)

24 12

151484 3

External Not collected Solenoid Spring & air spring -0,9 ... 16 1,6 ... 10 Glandless 570 V405526D-*1)

External Not collected Solenoid Spring -0,9 ... 10 2 ... 10 Soft seal 650 V415527D-*1)

24 12

15 3

14

84 82

Internal Collected # Solenoid Solenoid 2 ... 10 – Glandless 570 V405511D-*1)

Internal Collected # Solenoid Solenoid 2 ... 10 – Soft seal 650 V415511D-*1)

1224

151484 823

External Not collected Solenoid Solenoid -0,9 ... 16 2 ... 10 Glandless 570 V405522D-*1)

External Not collected Solenoid Solenoid -0,9 ... 10 2 ... 10 Soft seal 650 V415522D-*1)

1584 823

2414 12
Internal Collected # Solenoid (priority) Solenoid 2 ... 10 Glandless 570 V405591D-*1)

1224

151484 823

External Not collected Solenoid (priority) Solenoid -0,9 ... 16 2 ... 10 Glandless 570 V405592D-*1)

*1) Insert voltage code from tables on page 3  

# Pilot exhaust collected and exhausted via port 14 

NO = Normally open, NC = Normally closed
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5/3 Solenoid pilot actuated glandless and softseal valves

Symbol Function  Pilot  
supply  

Pilot
exhaust

Operator
14

Operator
12

Operating  
pressure (bar)  

Pilot  
pressure (bar) 

Sealing
system

Flow 
(l/min)

Model

24 12

15 3

14 APB Internal Collected # Solenoid Solenoid 2 ... 10 – Glandless 610 V405611D-*1)

APB Internal Collected # Solenoid Solenoid 2 ... 10 – Soft seal 680 V415611D-*1)

24

1514 12 3

APB External Not collected Solenoid Solenoid -0,9 ... 16 2 ... 10 Glandless 610 V405622D-*1)

APB External Not collected Solenoid Solenoid -0,9 ... 10 2 ... 10 Soft seal 680 V415622D-*1)

24 12

15 3

14

COE Internal Collected # Solenoid Solenoid 2 ... 10 – Glandless 610 V405711D-*1)

COE Internal Collected # Solenoid Solenoid 2,5 ... 10 – Soft seal 680 V415711D-*1)

24

15 314 12

COE External Not collected Solenoid Solenoid -0,9 ... 16 2 ... 10 Glandless 610 V405722D-*1)

COE External Not collected Solenoid Solenoid -0,9 ... 10 2,5 ... 10 Soft seal 680 V415722D-*1)

24 12

15 3

14 COP Internal Collected # Solenoid Solenoid 2 ... 10 – Glandless 610 V405811D-*1)

COP Internal Collected # Solenoid Solenoid 2 ... 10  – Soft seal 680 V415811D-*1)

24

15 314 12

COP External Not collected Solenoid Solenoid -0,9 ... 16 2 ... 10 Glandless 610 V405822D-*1)

COP External Not collected Solenoid Solenoid -0,9 ... 10 2 ... 10 Soft seal 680 V415822D-*1)

*1) Insert voltage code from tables below 

# Pilot exhaust collected and exhausted via port 14 

APB = All Ports Blocked COE = Centre Open Exhaust COP = Centre open pressure

Electrical details for solenoid operators 

Voltage tolerances   -10%/+15% 

Rating  100 % Continuous duty  

Inlet orifice  0,8 mm  

Electrical connection 15 mm DIN EN 175301-803 (DIN 43 650) Table C

Manual override Shrouded push button, spring return

Convertible into lockable type with set-up kit,

part no. V70532-K00 (see next page)

Protection class IP 65 with sealed plug (ISO 6952) NEMA 4

Materials  PPS (body), FPM and NBR (seal)  

Intrinsically safe version available on request.

Voltage codes & spare pilots

Voltage Coil code Current Spare pilot valve

12 V d.c. C312A 1 W VZC7L2C1-C312A

24 V d.c. C313A 1,2 W VZC7L2C1-C313A

24 V 50/60 Hz. C314A 2,1/1,5 VA VZC7L2C1-C314A

48 V 50/60 Hz C316A 2,1/1,5 VA VZC7L2C1-C316A

110 V d.c. C317A 1 W VZC7L2C1-C317A

115 V 50/60 Hz C318A 2,1/1,5 VA VZC7L2C1-C318A

230 V 50/60 Hz C319A 2,1/1,5 VA VZC7L2C1-C319A

Other voltages available on request. Spare pilot valves are delivered with mounting 

screws.
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2 x 3/2 Air pilot actuated softseal valves

Symbol Function 
2 x 3/2  

Actuation/return  
2 x 3/2  

Operating pressure  
(bar)  

Pilot pressure  
(bar)  

Sealing
system

Flow 
(l/min)

Model

5  1 3

4 2

10 10

1214

NC Air/Spring 0 ... 10 1,7 + (0,35 x operating pressure) Soft seal 610 V415A33A-X0020 

NO Air/Spring 0 ... 10 1,7 + (0,35 x operating pressure) Soft seal 610 V415B33A-X0020 

NO/NC Air/Spring 0 ... 10 1,7 + (0,35 x operating pressure) Soft seal 610 V415C33A-X0020 

5/2 Air pilot actuated glandless and softseal valves

Symbol Operator
14

Operator
12

Operating  
pressure (bar)  

Pilot  
pressure (bar) 

Sealing
system

Flow 
(l/min)

Model

2 1214 4

15 3

Air Spring -0,9 ... 16 1,6 ... 16 Glandless 570 V405537A-X0090 

Air Spring -0,9 ... 10 2 ... 10 Soft seal 610 V415537A-X0090 

24

15 3

1214
Air Air -0,9 ... 16 2 ... 16 Glandless 570 V405533A-X0020

Air Air -0,9 ... 10 2 ... 10 Soft seal 610 V415533A-X0020 

24

15 3

1214

Air (priority ) Air -0,9 ... 16 2 ... 16 Glandless 570 V405533A-X0070 

5/3 Air pilot actuated glandless and softseal valves

Symbol Function Operator
14

Operator
12

Operating  
pressure (bar)  

Pilot  
pressure (bar) 

Sealing
system

Flow 
(l/min)

Model

4 2

5 1 3

1214
APB Air Air -0,9 ... 16 2 ... 16 Glandless 610 V405633A-X0020 

APB Air Air -0,9 ... 10 2 ... 10 Soft seal 680 V415633A-X0020 

4 2

5 1 3

1214
COE Air Air -0,9 ... 16 2 ... 16 Glandless 610 V405733A-X0020 

COE Air Air -0,9 ... 10 2,5 ... 16 Soft seal 680 V415733A-X0020 

4 2

5 1 3

1214
COP Air Air -0,9 ... 16 2 ... 16 Glandless 610 V405833A-X0020 

COP Air Air -0,9 ... 10 2 ... 10 Soft seal 680 V415833A-X0020 

Valve function:  NO = Normally open, NC = Normally closed 

APB = All Ports Blocked, COE = Centre Open Exhaust, COP = Centre Open Pressure

5  1 3

4 2

14 12

1010

5  1 3

4 2

10 12

1014


