
Our policy is one of continued research and development. We therefore reserve the right to amend,  
without notice, the specifications given in this document. (2001 - 5035e) © 2015 IMI International s.r.o.

Serie V40/V41, 2 x 3/2, 5/2 & 5/3 

Mini ISO Valves

en 5.2.250.0501/17

Accessories 

DIN EN 50 022 rail (1 m) DIN-rail mounting kit Blanking disc to
modular sub-base

Manual override
set-up kit

Blanking plate for  
unused station

Transition plate
V40/V41 » V44/V45

Page 11

V10009-C00 (35 x 7,5 mm) V70531-KA0 V70422-K50 (Ports 1,3,5)) V70532-K00 V70400-K50 V70436-K00

V10592-C01 (35 x 15 mm) V70423-K50 (Ports 12 & 14) V70436-B00 *1)

*1) With supply and exhaust ports

Sandwich plates

Intermediate supply/ 
exhaust manifold

Page 10

Single valve shut-off 
plate

Page 10

Single pressure 
regulator plate

Page 12 & 13

Double pressure 
regulator plate

Page 13

Flow regulator plate

Page 10

Sandwich plate with
additional pressure 
port 1

Page 11

V70429-A50 (G1/8) V70430-K50 (Port 1 blocked) V70427-K51 (Port 1 reg.) V70427-K54 (Ports 2+4 reg.) V70428-K50 (Ports 3+5 reg.) V70435-A50 (G1/8)

V70429-P50 (1/8 NPTF) V70427-K52 (Port 2 reg.) V70435-P50 (1/8NPTF)

V70427-K53 (Port 4 reg.)

Sub-bases and end plates 

Single station sub-base

Page 7

Double station modular 
sub-base

Page 8 & 9 

Single station modular  
sub-base

Page 8 & 9

End plate kit

Page 8 & 9      

Fixed length sub-base

Page 9

Connector plug - ordered separately

I15 mm DIN EN 175301-803  
(DIN 43 650) Table C

V10027-D00
250 V a.c./300 V d.c.

Blanking Plug for  
Fixed Length Sub-base

V70421-K50 (Ports 1, 3, 5)
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Valve dimensions

1  Manual override

V4155*3D-C3***
5/2 Single solenoid pilot valve 
Air spring return

V4055**D-C3***
5/2 Single solenoid pilot valve
Mechanical (& air) spring valve

V4055**D-C3*** & V4155**D-C3***
5/2 Double solenoid pilot valve 
V405***D-C3*** & V415***D-C3***
2x3/2 + 5/3 Double solenoid pilot valve

Dimensions in mm 

Projection/First angle
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Serie V40/V41, 2 x 3/2, 5/2 & 5/3 

Mini ISO Valves

en 5.2.250.0701/17

V415537A-X0090
5/2 Single air pilot valve

V405537A-X0090
5/2 Single air pilot valve
V405*33A-X00*0 & V415*33A-X00*0
2x3/2, 5/2 + 5/3 Double air pilot valve

Dimensions in mm 

Projection/First angle

Single station sub-base – side ported with pilot ports

Port size A  Model  

G1/8 side ported with pilot ports V70401-A5B

Note: Pilot ports = M5
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Dimensions in mm 

Projection/First angle

Side ported sub-base

Bottom and side ported sub-base

N = number of stations

x/y = Insert port type from table below

Code x Code y Ports 2 & 4 Ports

A A G1/8 M5

P P 1/8 NPTF M5

8 - Ø 8 mm PIF M5

6 - Ø 6 mm PIF M5

1 - Ø 1/4" PIF M5

1  Right hand side 

2  Left hand side
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Serie V40/V41, 2 x 3/2, 5/2 & 5/3 

Mini ISO Valves

en 5.2.250.901/17

Dimensions in mm 

Projection/First angle

Fixed length sub-base - bottom ported

Modular sub-bases parts for DIN rail or surface mounting

Bottom ported sub-base

Note: Port 14 either used for external pilot air 

supply or for collected pilot air exhaust. Therefore, 

never plug port 14 when using valves with internal 

pilot air supply. Port 12 is not used, plugging not 

necessary.

Individual components

Modular sub-base 
(A)

Ports 2+4 on side V70425-x5F

Double station 
modular sub-base

Ports 2+4 on side V70432-y5F

Modular sub-base 
(A)

Ports 2+4 on side Pilot ports 12+14 
on side

V70426-x5F

Modular sub-base 
(B)

Ports 2+4 on 
bottom

V70425-A5E

Modular sub-base 
(B)

Ports 2+4 on 
bottom

Pilot ports 12+14 
on side

V70426-A5E

End plate kit (C)
End ported V70424-B5C 

(G1/4)
V70424-R5C 
(1/4NPTF)

End ported end caps 
1 left hand and 1 
right hand

End plate kit with 
valve station

Ports 2+4 on side V70431-A5F  
(1/3/5 G1/4, 2/4 
G1/8)

V70431-P5F (1/3/5 
1/4NPTF, 2/4 
1/8NPTF)

End ported end caps 
1 left and 1 right

Accessories

DIN EN 50022 rail 35 x 7,5 mm, 1m V10009-C00

DIN EN 50022 rail 35 x 15 mm, 1m V10592-C01

DIN rail (D) Mounting kit V70531-KAO

Blanking disk to modular sub-base Ports 1, 3, 5 V70422-K50

Blanking disk to modular sub-base Ports 12+14 V70423-K50

Number of 
stations

A B Ports 
2 & 4

Ports 
1, 3 & 5

Model

2 59,1 48,1 G1/8 G1/4 V70402-A5O

4 97,3 86,3 G1/8 G1/4 V70404-A5O

6 135,5 124,5 G1/8 G1/4 V70406-A5O

8 173,7 162,7 G1/8 G1/4 V70408-A5O

10 211,9 200,9 G1/8 G1/4 V70410-A5O

12 250,1 239,1 G1/8 G1/4 V70412-A5O

Note: This sub-base is suitable for solenoid pilot actuated valves with internal pilot air 

supply only
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Mini ISO Valves

Our policy is one of continued research and development. We therefore reserve the right to amend,  
without notice, the specifications given in this document. (2001 - 5035e) © 2015 IMI International s.r.o.en 5.2.250.10

 
01/17

Dimensions in mm 

Projection/First angle
Intermediate supply/exhaust manifold

Port size A  Model  

G1/8 V70429-A5O 

Provides additional porting on modular- or fixed length sub-base. 

Occupies one valve station. Supplied with gasket for both sub-bases. 

Can be used to: 

 Improve supply flow 

 Increase exhaust capacity 

 Pneumatically separate valves for fail-safe emergency 

 Multipressure system and system solutions

Single valve shut-off plate

Symbol Description  Model  

Single shut-off plate supplied with gasket V70430-K5O

Allows individual exchange of valve, while valve island is pressurised by port 1.

Note: Flow restricted to max. 240 l/min.

Symbol Description  Model  

Flow regulator supplied with gasket V70428-K5O 

Flow regulator plateFlow characteristics for pressure regulator plates

Dual regulation of exhaust ports 3 & 5

Number of turns from closed

Flow: Port 1 > 2 & 1> 4: remains unchanged

Flow measured at 6 bar inlet, pressure drop 1 bar


